
 GROUND CONTROL SYSTEMS® ASSEM BLY INST RUCTIONS 
 ABSC-300 SERIES BICYCLE LOCKER 
 
Your ABSC-300 s eries loc kers (models 302, 301, 301 P & 301V) do not r equire any general assemb ly. 
 
If you o rdered the optio nal number plat es tho se may need to be ins talled. 
 
Tools Ne eded: 
 

Minimum requirements 
-3/8" electric drill (anchoring & installing diagonal divider wall) 
-3/8" electric rotary hammer drill (anchoring) 
-1/4" drill bit (anchoring & installing diagonal divider wall) 
-1/4" hammer drill bit (anchoring) 
-hammer (anchoring) 
-Tape measure - minimum 10' (anchoring & installing diagonal divider wall) 
-Extension cord 25' (anchoring & installing diagonal divider wall) 
-Generator or other source of power (anchoring & installing diagonal divider wall) 

 -Safety glasses and any other equipment specified by the tool manufacturer. (All Ste ps)
 

 
-Choose location which allows a minimum  4' distance between door face and any obstruction to allow bicycle to 
maneuver into locker and the door to swing open without hitting high spots such as concrete or asphalt raised by roots. If 
desired, for grouping of units, chalk a line for stra ight edge with which to work. A preferred site would be concrete  although 
asphalt can be used. Site should be flat although it does not necessarily have to be level.  
 
 
 
ANCHORING  

The lock ers should be  anchored to the ground for optimum lon gevity and proper op eration o f the 
locking system. Therefore, anchoring each un it to  the ground is advisabl e. The 301 and 302 lock ers are 
anchored in the 4 corners of the �ange located around the inside of locker, the 301P, & 301V are anchored 
in the front two corner s of the locker and the rear. First square the doors  in the frame. Out of square doors 
are due to the site being uneven. To square the door, using a �at bar, raise the corner of the locker to make 
the door  in square. If any adjustment is necessary it should only be slight. Place a shim under the corner to 
retain the alignment and height. S him shou ld be pla ced in a lo cation und er the b ase flange very close to 
hole for the anchor. This allows the downward force of the anchor to be support ed underneath and prevent 
cracking of the base �ange at the anchor lo cation. Drill through the base flange on the lo cker with 1/4" 
drill.  With hammer d rill and 1/4" mason ry bit you can then d rill into con crete su rface. Drop the nail-in 
anchor through flange and into the hole, pound  pin down �ush with top of mus hroom  head of anchor. Do 
this at all four corners o f door  frame o n 301 & 30 2 lock ers.  On 301P and 3 01V do thi s in the front two 
corners of the doo r frame and in c enter of rear wall. 
 
 
 
INST ALLING NUMBER PLATES  
 

A tub e of sil icone adhesive h as been provided with your l ockers. Place about 3 /16" bead of 
silicone on the b ack of th e plat e 1/4" in from the edge. Center the number plate in r ecessed area on door 
and p ress �rm ly in p lace. You m ay want to us e a piece of m asking tape to hold the numbe r plat e in place 
for an hou r or so to allow adhesive to pa rtially dry. Do not le ave maski ng tape on ov ernight or adhesive 
residue m ay be stuck on  door  when you remove the tap e. 
 
 
 



 
 
 

 

Concrete o r Asp halt 

300 Seri es Anchoring Diagram 

NOTE:  
Hole pos ition is  only approximate 
and not c ritical where you dril l 
through the  �ange 

Top Vie w Anchorin g Flange Inside Locker  
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Locker Base Flange 

Nail in an chor (provided by 
Man ufacturer) 
 
 
Fender Washer 

If you have any problems or questions, 
please call (800) 630-7225 
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